
Patienten safety goggles DENTOR, Filter - 0268
Product information:
Item no.: 600-G0268-DENT-02
Application: Alexandrite (755 nm) Ti:Sapphire (800 nm) Diode (808 nm) Diode (940 – 980

nm) Yb:YAG/Scheibe (1030 nm) Nd:YAG (1064 nm) Fiber (976 – 1080 nm)
Er:YAG (2780 – 2940 nm) CO2 (10600 nm) , VLT (Visible light transmission): 52
%

Filter color: blue
Frame color: white
Filter material: mineral glass
Product weight: 0 g

Patient laser safety eyewear with a blue mineral
lens suitable for Alexandrite (755 nm), Ti:Sapphire
(800 nm), Diode (808 nm), Diode (940 - 980 nm),
Yb:YAG/Disk (1030 nm), Nd:YAG (1064 nm), Fiber
(1060 - 1080 nm), Er:YAG (2780 - 2940 nm) and
CO2 (10600 nm) lasers
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Certified protection specifications for EN 207
Wavelengths

615-647
>647-672
>672-693
>693-712
>712-732
>732-752
>752-773
>773-796
>796-1025
>1025-1074
>1074-1124
>1124-1200
>1200-1310
>1310-1385
>1385-1400
2900-11000

Protection levels
DIR LB1 (OD1+)
DIR LB2 (OD2+)
DIR LB3 (OD3+)
DIR LB4 (OD4+)
DIR LB5 (OD5+)
DIR LB6 (OD6+)
DIR LB7 (OD7+)
D LB7 + IR LB8 (OD8+)
D LB7 + IR LB9 (OD9+)
D LB7 + IR LB8 (OD8+)
DIR LB6 (OD6+)
DIR LB5 (OD5+)
DIR LB4 (OD4+)
DIR LB3 (OD3+)
DIR LB2 (OD2+)
DI LB4 (OD4+)
PF S CE
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Properties:
Maximum safety due to supporting body made of aluminum, all-round shape.

Suitable as children's glasses from 2 years
comfortable to wear due to rounded shape and variably adjustable headband
completely sealed all around
high sense of safety for the patient due to transparent laser protection filters
filter material: glass

The Laser Safety Filter 0268 is suitable for powerful Alexandrite (755 nm), Ti:Sapphire (800
nm), Diode-Nd:YAG (800-1064 nm), Yb:YAG/Disk (1030 nm), Fiber (1060 – 1080 nm) and CO2 (10600
nm) lasers. The laser safety filter consists of a turqoise glass and offers an extraordinary visual light
transmission (VLT) of 52% despite its minor filter thickness. The laser safety filter is CE certified in
accordance with the requirements of EN 207.

Applications:

hair removal
vascular treatment
skin tightening
skin whitening
acne treatment
pigment removal
skin erosion
skin rejuvenation

Datenblatt

PROTECT Laserschutz GmbH • Mühlhofer Hauptstraße 7 • D-90453 Nürnberg •  +49 911 9644 31 0 •  info@protect-laserschutz.de •  www.protect-laserschutz.de


	Patienten safety goggles DENTOR, Filter - 0268
	Product information:
	Certified protection specifications for EN 207
	Properties:


